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100 Pair Maximum Density Space Saving Unit 

Accepts Industry Standard 5 PIN Protection Modules 

User-Friendly Front Facing Cross Connect Field and Test Blocks 

Gold Plated Protector Sockets Provide Superior Contact to Eliminate 

Noise Problems 

Exceeds UL497 Primary Protection Standards 

Large Fanning Strips Allows for Clean Jumper Wire Management 

Quick Release Cover Allows for Access to Panel Field 

Model Number Stock Code Cable 
Direction 

Input Output Dimensions 
(H" x W" x D") 

Weight 
(lbs) 

Pair 
Count 

4486 611001 N/A Wire-Wrap IDC Connector 8.52 x 9.96 x 4.39 7 100 

4486 622001 N/A Wire-Wrap Wire-Wrap 8.52 x 9.96 x 4.39 7 100 

4486 611012L30 Bottom 30’ 24AWG IDC Connector 8.52 x 9.96 x 4.39 19 100 

4486 622012L30 Bottom 30’ 24AWG  Wire-Wrap 8.52 x 9.96 x 4.39 19 100 

4486 611002L30 Top 30’ 24AWG IDC Connector 8.52 x 9.96 x 4.39 19 100 

4486 622002L30 Top 30’ 24AWG Wire-Wrap 8.52 x 9.96 x 4.39 19 100 

4486 
100 PAIR CENTRAL OFFICE CONNECTOR 

UL 497 Primary Protector for Communication Circuits 

NAFTA Country of Origin: CANADA - All Loaded and Unloaded Models are "Buy America Act" Approved. 

Product Specifications 

Ordering Information                   4486 

Notes 

Cable Type: 24AWG 30' OSP Rated Air Core Input 0.906 dia o.d. 

Installation: Central Office Frame Mount 

Custom cable lengths available in 25' increments 

 

 

RUS Approved Material - 2011 Edition RUS Publication 344-2 (Section 4.1.2 and 4.2) 
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Physical Dimensions           

UL 497 Primary Protector for Communication Circuits 

Notes 

Cable Type: 24AWG 30' OSP Rated Air Core Input 0.906 dia o.d. 

Installation: Central Office Frame Mount 

Custom cable lengths available in 25' increments 
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8.52 x 9.96 x 4.39 
(H” x W” x D”) 


