Cl y o Building Entrance Terminals

rC a I v I a X RACK MOUNT PROTECTOR SERIES - RMP

RMP300XLBET ul. Underwriters

® Laboratories
300 PAIR - INDOOR BET - 23" RACK MOUNT

Product Specifications

UL 497 Primary Protector for Communication Circuits
NAFTA Country of Origin: CANADA - All Loaded and Unloaded Models are "Buy America Act" Approved.

High-Density Rack Mount Configuration

Accepts Industry Standard 5 PIN Protection Modules
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Built in 26AWG Fuse Link
1800 - 2400 Pair on a Standard 7’ Rack
Ordering Information RMP300XLBET
Model Number Stock Code Pair Input Output Dimensions Wei%ht
Count (H" x W" x D") bs)
RMP300XLBET 332302K25B25 300 25' 26AWG 25' 24AWG 9.40 x 24.00 x 8.23 81
RMP300XLBET 332302K25B1RJ 300 25' 26AWG 1" RJ21 Male 9.40 x 24.00 x 8.23 59
RMP300XLBET-SWM (" 332312K25 300 25' 26AWG 110 9.40 x 24.00 x 8.23 66
RMP300XLBET-LWM (" 332311K25 300 25’ 26AWG 110 9.40 x 24.00 x 8.23 66
Accessories
119 Pre-Wired Female 332305B1RJ 300 1" RJ Female 110 11.00 x 11.00 x 3.50
(10 Rre-Vyired Male 332306B2.5RJ 300 110 2.5 RJ Male 11.00 x 11.00 x 3.50
RJ Connector Plate 332304 600 N/A N/A 6.50 x 24.00 x 2.50
Mounting Bar MM15-0129 N/A N/A N/A 1.50 x 23.5 x 1.00
Small Wire Management ~ MM15-0130 N/A N/A N/A 2.50 x 23.50 x 4.50
Large Wire Management ~ MM15-0131 N/A N/A N/A 6.00 x 23.50 x 7.50

™ ncludes Wire Management System and 300 Pair 110 Connector for output on opposite side of rack
RUS Approved Material - 2011 Edition RUS Publication 344-2 (Section 4.1.2 and 4.2
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Physical Dimensions

UL 497 Primary Protector for Communication Circuits 9.40 x 24.00 x 8.23
(H” x W” x D”)
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Notes

Cable Type: 26AWG 25' OSP Rated Air Core Input 0.772 dia o.d.
Installation: 23" RACK MOUNT
Custom cable lengths available in 25' increments

Available is 1800 Pair XLBET 23" Rack Mount System with Cross-Connect

RUS Approved Material - 2011 Edition RUS Publication 344-2 (Section 4.1.2 and 4.2)
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