
CircaMax Category 6A  

patch cables are slimmer  

than your average Category 6A  

cables, using less critical space in your cabling  

infrastructure. Requiring nearly half the physical space at 1/8” (3.5 mm), our patch cords facilitate easier cable man-

agement, reducing congestion and allowing for greater flexibility when moving, adding or replacing patch cords. Con-

structed of 28 AWG, unshielded, twisted pair and stranded copper with high performance RJ45 modular plugs on each 

end, our Slim CAT6A patch cords are designed specifically for high density environments where space is a premium. 

 

 
 28 AWG stranded tinned copper 
 Twisted pair construction 
 Slim OD of 3.5mm, occupies nearly half the space 

of traditional patch cords 
 Better airflow & cooling performance in server & 

switch racks 
 Space saving and flexibility 
 Improved cable density 
 Meets technical and performance specifications of 

standard Category 6A cabling 
 Snagless narrow boot design 
 Multiple colors and lengths available 

International Sales ◦ Toll Free Tel: 1-877-257-4588 ◦ Email: sales@circamax.com  
  

Main Office: 535, 10333 Southport Rd. SW, Calgary, AB, Canada T2W 3X6  
Ontario Office: 206 Great Gulf Drive, Vaughan, Ontario, Canada L4K 5W1  

Florida Office: 8270 Woodland Center Blvd, Tampa, FL 33614 

www.circamax.com 

https://www.circamax.com/ethernet-cabling/ethernet-cabling-slim-cat6a
https://www.circamax.com/ethernet-cabling/ethernet-cabling-slim-cat6a

